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1 Modification to Table 6 — Sidewall sprinkler distances and 
maximum depth of an obstruction located perpendicular to the 
direction of throw 

Replace Table 6 with the following: “ 

Distance from sidewall sprinkler 
to side of obstruction (A) 

Maximum allowable 
distance of deflector above 
bottom of obstruction (B) 

Less than 450 mm 0 

450 mm to less than 900 mm 25 mm 

900 mm to less than 1 200 mm 75 mm 

1 200 mm to less than 1 350 mm 125 mm 

1 350 mm to less than 1 800 mm 175 mm 

1 800 mm to less than 1 950 mm 225 mm 

1 950 mm to less than 2 100 mm 275 mm 

2 100 mm to less than 2 250 mm 350 mm 
". 

2 Modification to Table 7 — Position of sidewall sprinklers to avoid 
obstacles to discharge 

Replace Table 7 with the following: " 

Distance from sidewall 
sprinkler to side of obstruction 

(A) 

Maximum allowable distance 
of deflector above bottom of 

obstruction (B) 

Less than 2,4 m Not allowed 

2,4 m to less than 3 m 25 mm 

3 m to less than 3,3 m 50 mm 

3,3 m to less than 3,6 m 75 mm 

3,6 m to less than 3,9 m 100 mm 

3,9 m to less than 4,2 m 150 mm 

4,2 m to less than 4,5 m 175 mm 

4,5 m to less than 4,8 m 225 mm 

4,8 m to less than 5,1 m 275 mm 

5,1 m or greater 350 mm 
". 
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U p o z o r n ě n í :  Oznámení o změnách, opravách a nově vydaných normách jsou uveřejňována ve Věstníku Úřadu 
pro technickou normalizaci, metrologii a státní zkušebnictví. 

Vaše názory, podněty a připomínky týkající se technických norem a zájmu o možnou účast v procesech technické normalizace 
lze zaslat na e-mailovou adresu info@agentura-cas.cz. 
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