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English version 

Endorsement Notice 

The text of ISO 13533:2001/Cor.1:2005 has been approved by CEN as a European 
Corrigendum without any modifications. 

Version française 

Notice d’entérinement 

Le texte de l’ISO 13533:2001/Cor.1:2005 a été approuvé par le CEN comme Corrigendum 
européen sans aucune modification. 

Deutsche Fassung 

Tabelle 8 Druckfehler – Bei Maß "L, Kleinste 
Ansatzlänge" Nennmaß 279 mm (11 in) 84,0 
ersetzen durch  

      79,5 

Tabelle 12 Druckfehler – Die US Customary Einheiten 
für Nennmaß 78 mm sollten “3 1/16” anstelle 
von  “3 1/8” betragen 

Tabelle 16 (rechts) Druckfehler – Bei Typ 16B Integrale 
Klemmanschlüsse, Ringnummer "RX 73" 
ersetzen durch "RX 65", 20,69 MPa (3000 
psi), Maßbezeichnung 16 ¾:  (siehe 
berichtigten Tabellenabschnitt wie folgt) 

Ringnummer Maßbezeichnung Nennbetriebsdrücke 
MPa                                           (psi) 

Integrale Klemmanschlüsse Typ 16B  

RX 45 7 1/16 13,79 2 000 

RX 65 16 3/4   

RX 73 21 1/4   

RX 53 11 20,68 3 000 

RX 57 13 5/8   

RX 65 16 3/4   

Tabelle 18 Druckfehler – Bei "Schergestänge 
(Mindestanforderung), Nennmaß 179 mm   
(7 1/16 in) 133 durch 13,3 ersetzen  
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Bild 6 Druckfehler – Die Endpunkte auf der linken 
Seite für die Maße "G" und "N" sind falsch 
(siehe nachstehendes berichtigtes Bild) 

Legende 

a Scharfe Kante brechen 

Bild 6 — Feritgbearbeitung von Ringnuten des Typs SR 
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Petroleum and natural gas industries — Drilling and production 
equipment — Drill-through equipment 

TECHNICAL CORRIGENDUM 1 

Industries du pétrole et du gaz naturel — Équipements de forage et de production — Équipements à travers 
lesquels s'effectue le forage 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 13533:2001 was prepared by Technical Committee ISO/TC 67, Materials, 
equipment and offshore structures for petroleum, petrochemical and natural gas industries, Subcommittee 
SC 4, Drilling and production equipment. 

                              

Page 19, Table 8, column 6, first line under the header: 

Replace “84,0” with “79,5”. 

Page 20: 

Replace Figure 6 with the following figure. Note that the lower ends of the vertical lines defining the dimensions 
G and N have been modified. 
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Dimensions in millimetres 

 

a Break sharp corner. 

Figure 6 — Finish machining of type SR ring grooves 

Page 23, Table 12, first column, fourth under the header: 

Replace “(3 1/8")” with “(3 1/16")”. 

Page 28, Table 16, fifth column, fourteenth line under the header: 

Replace “RX 73” with “RX 65”. 

Page 36, Table 18, second column, first line under the header: 

Replace “133” with “13,3”. 
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